
POSSIBLE COMBINATIONS. Bottom track recessed/sunken with or without compen-
sator channel. Bottom track surface-mounted to the �oor with/without 
compensator channel. Panels travelling through angles from 90º to 180º. Possibility of angles < 90º. Corner doors

ALUMINIUM BASED SYSTEM. Compatible with market standards 40x40 tracks. Structural aluminum (minimum thickness 3 mm = 1/8” 
approx.)

ADJUSTMENT/LEVELING. Up to 25 mm (63/64”) using the compensator channel on 
the bottom. Up to 50 mm (1.97” approx.) using the compensator 
channel on both top and bottom.

OPENING POSSIBILITIES. Panels can stack to one side, to the other, to both, inside 
and/or outside at the same time. Doors can be placed on one or both sides, on a corner, on 
the center and/or nearly anywhere else desired. Opening with/without arm. Standard system with top and bottom locking mechanism. Ventilation position

LOCKING POSSIBILITIES. Stainless-steel and/or other �nishes locks with or 
without key. Any locking type available for glass doors. Side lock with/without key. Fix ventilation position in systems with arm

GLASS. Tempered and/or laminated. Thickness: 6 mm (1/4”), 8 mm (5/16”), 10 mm (3/8”),
 12 mm (1/2”)

FINISHES. All Ral colors. Wood-like colors. Anodized colors

DIMENSIONS. Maximum width recommended for standard system 
panels : 800 mm -31.5” (Doors 900 mm – 35.44”). Maximum recommeded height: 3000 mm (10 ft)
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